
Material

材質
Hardness

硬度 可耐溫

S136 HRC48°~50° 500°

可更換式日期章 REPLACABLE DATE MARKED PINS

可更換日期章組件特點:

1用于表示塑料成型件的制造日期。

2尺寸規格有6-16六種。

3.可永久使用,僅需要更換年度内鑲件,字體清晰、持久耐用.

4.不需拆卸模具。不會影響生産進度。

如果需要更換鑲件順時針旋轉,聽到“卡喀”聲音,即完成

日期章:可永久使用僅需要更換中心的鑲件,字體清晰,持久耐用。

選購時,請注明欲标示的年份.

特殊尺寸, 歡迎洽詢！

 

 

Characteristic:

1.Use for denote the date plastic molding product 

2.6 model of specifcation :From 6 to 16

3.Could be used permanence with clear characters,just need replace the enchased

components.

4.No need for disassemble the mold, have no influence on produce plan. if need

replace date component please rotate it towards hour hand.

Date stamp:This is a permanent date stamp where only the central year insert is

changed.

The month is changed by using a screwdrver completely stainless When

ordering“ANNUAL”model,please indicate the year required on the insert. 

When ordering“YEARS”model,please indicate the start/base year.

Special engravingsavaillable on request

[简体]

Catalog N o.
C E L

單位
mmType A

JH069

6 3.0 4 10
10.0    0

                 -0.02

8 4.0 6 10
10.0     0

                  -0.02

10 5.0 8 10
10.0 0

                  -0.02

12 6.0 10 12
12.0     0

                 -0.02

16 8.0 12 14
16.0    0

                  -0.02

2D下載  3D下載  返回索引

042 http://www.jinhongmc.com 版權所有，仿冒必究
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